
 

FEATURES 
 Low power loss,high efficiency 

 Idear for automated placement 

 High temperature soldering: 250 ℃/10 seconds at terminals 

 

 

 

APPLICATIONS  

                                                      SOD-123 
 For surface mouted applications 

 

 
ORDERING INFORMATION 
        Type No.                      Marking                 Package Code 

 

      MBRX0540                       B4                      SOD-123 

  

MAXIMUM RATING @ Ta=25℃ unless otherwise specified 

Parameter symbol Value Unit 

Peak repetitive Peak reverse voltage Working Peak Reverse 

voltage  DC Reverse Voltage 

VRRM 

VRWM 

VR 

40 V 

Maximum average forword rectified current at rated 

VR @VC=115℃ 
IF(AV) 0.5 A 

Peak forward surge current 8.3ms single half-sine-wave 

superimposed on rated load @ TL=25℃ 
IFSM 5.5 A 

Typical thermal resistance (NOTE 1) RθJA 206 ℃/W 

Typical thermal resistance (NOTE 2) RθJL 118 ℃/W 

Storage Temperature Tstg -55 to +150 ℃ 

Operating Junction Temperature TJ -55 to +150 ℃ 

 

NOTES: 1. Thermal resistance junction to ambient 

2. Thermal resistance junction to lead 
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ELECTRICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 

Parameter Symbol MIN MAX UNIT 
Test Condition 

 

Forward voltage VF - 

0.51 

0.46 

0.62 

0.61 

 V 

IF=0.5A, Tj=25℃ 

IF=0.5A, Tj=100℃ 

IF=1A, Tj=25℃ 

IF=1A, Tj=100℃ 

Reverse voltage leakage current IRM - 

20 

5.0 

10 

μA 

mA 

μA 

VR=40V, Tj=25℃ 

VR=40V, Tj=100℃ 

VR=20V, Tj=25℃ 

NOTES: 3. Pulse test:300μs pulse width,1% duty cycle. 

 

 

TYPICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 
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PACKAGE OUTLINE 

Plastic surface mounted package                                              SOD-123  

  

 

 

 

SOLDERING FOOTPRINT 

 

 

 

 

 

 

 

 

                        Unit：mm 

 

PACKAGE  INFORMATION 

Device Package Shipping 

MBRX0540 SOD-123 3000 pcs / Tape & Reel 

SOD-123 

Dim Min Max 

A 1.45 1.75 

B 2.55 2.85 

C 1.00 1.30 

D 0.50 0.60 

E 0.25 0.45 

H 0.02 0.10 

J 0.05 0.15 

K 3.55 3.85 

All Dimensions in mm 

B

A

C

D

E

H

J

K

2.36

4.19

0.91

1.22
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